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DBE Goal Assessment  
H713901C 
2010‐112 
I‐10 / 303L Traffic Interchange 
 
The DBE Goal assessed for the above referenced project is 4.5%.  DBE availability has been identified in the following 
categories: 
 

 Aggregate Base 

 Asphalt Paving Haul 

 Asphalt Paving Placement 

 Asphalt Surface Treatment 

 Chain Link Cable Barrier 

 Clearing And Grubbing (Not Inc. Tree Removal) 

 Concrete Barrier 

 Construction Survey & Layout 

 Contractor QC 

 Curb, Gutter, Sidewalk, Driveways 

 Drilled Shafts 

 Earthwork 

 Embankment Curb, Spillways 

 Erosion Control, Seeding 

 Fence 

 Guardrail, End Treatments 

 Jacking, Boring Pipe 

 Landscaping, Irrigation 

 Minor Concrete Structures 

 Permanent Pavement Marking 

 Pipe Culvert, Storm Drain 

 Portland Cement Concrete Pavement Haul 

 Portland Cement Concrete Pavement Placement 

 Precast Concrete 

 Prestressing Concrete 

 Railing 

 Reinforcing Steel 

 Removals 

 Shotcrete, Channel Lining, Slope Paving 

 Signs 

 Structural Concrete ‐ Bridges, Box Culverts 

 Structural Steel 

 Tack, Fog, Prime, Blotter 

 Traffic Control (Not Inc. Law Enforcement) 

 Traffic Signals, Lighting, Fms 

 Walls 

 Water Lines, Sanitary 

 
DBE availability is based on the Arizona UCP directory, which can be searched by specialty and/or NAICS code at 
http://www.azdbe.org. 
 
The requirement for On‐the‐Job Training is 11,000 total hours for 10 trainees. 
 
If you have any questions regarding this assessment, please contact the ADOT Civil Rights Office at (602) 712‐7761. 
 
Sincerely, 
 
 
Deanna Graham 
Contractor Compliance Program Manager 
Arizona Department of Transportation 
 
 


