SECTION  807

(808WATER, 10/15/20)

SECTION 808	WATER DISTRIBUTION:

808‑3.02		Permits, Warranties and Guaranties: the first paragraph of the Standard Specifications is revised to read:

[bookmark: _GoBack]Any warranty, guaranty, operation and/or maintenance manuals provided by the manufacturer for any item shall be furnished to the Engineer prior to final acceptance of the project or prior to the landscape establishment phase, when the project includes landscape establishment phase or upon request by the Engineer.

808‑3.03		General Requirements: the ninth paragraph of the Standard Specifications is revised to read:

All pressure regulators shall be tested at 90‑day intervals throughout the construction phase and landscape establishment phase of the contract.  Regular tests shall be performed a minimum of three working days prior to regularly scheduled project inspections.

808‑3.05(A)	Backflow Prevention Unit: the sixth paragraph of the Standard Specifications is revised to read:

Testing of backflow prevention units by authorized service‑test personnel shall be performed before acceptance of both construction phase and landscape establishment phase.  In addition, testing shall be performed following any repairs or servicing of units.


808‑3.06		Testing Prior to Backfilling: the sixth paragraph of the Standard Specifications is revised to read:

The contractor shall operate the irrigation system automatically for a minimum of five days prior to final acceptance of construction phase and for the duration of landscape establishment phase.  The contractor may operate the system manually, in addition to the automatic mode and as necessary during landscape establishment phase, as approved and directed by the Engineer.
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