*  USE ON ALL PROJECTS WITH UNDERGROUND FACILITIES  *

(104MAGDET, 05/03/16)
SECTION 104	SCOPE OF WORK:

104.15(A)		General:  the first three paragraphs of the Standard Specifications are revised to read:

All new underground utility facilities, including service connections, placed within ADOT right‑of‑way by the contractor must be magnetically detectable with standard locating instruments.  The contractor shall place continuous detectable tracer wire with all those underground utility facilities that lack a continuous and integral metallic component capable of detection by standard locating instruments.

Tracer wire will not be required for power cables and wires, telephonic or electronic communications (other than fiber optic lines), or for landscape irrigation lines smaller than two inches in diameter.  For Salt River Valley Water Users Association (S.R.V.W.U.A.) irrigation facilities, no tracer wire will be required if Salt River Project provides their own tracer system.

[bookmark: _GoBack]Tracer wire will be required for non-metallic pipe such as corrugated high density polyethylene plastic pipe (HDPE), steel reinforced high density thermoplastic ribbed pipe, corrugated polypropylene plastic pipe (PP), vitrified clay pipe (VCP), and for polyvinyl chloride pipe (PVC) two inches in diameter and larger.  Tracer wire will be required where the metallic component is encased within the pipe, such as reinforced concrete pipe (RCP), rubber gasket reinforced concrete pipe (RGRCP), and steel cylinder concrete pipe.

104.15(B)		Materials:  the first sentence of the first paragraph of the Standard Specifications is revised to read:

Tracer wire shall be solid copper wire, American Wire Gauge (AWG) No. 12 or larger.
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