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ITEM 4060801 -
BITUMINOUS MIXED MATERIAL (FOR PAVEMENT REPLACEMENT):

Description:

The work consists of furnishing and placing bituminous mixed material for permanent pavement replacement and temporary surfacing.

The bituminous mixed materials shall be hot bituminous mixed material and cold bituminous mixed material.  The location of placement, the amount of traffic, sequence of construction and circumstances at the time of use will be considered by the Engineer who will then specify the kind of material to be used.

Construction Requirements:

(A) Hot Bituminous Mixed Material:

Hot bituminous mixed material shall be from commercial sources or any other source approved by the Engineer.  The maximum size aggregate shall not exceed 3/8 inch and the asphalt content shall be between 5.0 and 6.0 percent, by weight, of the total mix.  The composition shall be as approved by the Engineer.

The locations where hot bituminous mixed material may be used for permanent pavement replacement shall be the areas where the existing surfacing of driveways, alleys and parking lots has been removed and is to be replaced.  The surface upon which hot bituminous mixed material is to be placed as permanent pavement replacement shall be compacted to a density satisfactory to the Engineer.  Hot bituminous mixed material shall not be used for permanent pavement replacement in areas of the main roadway, frontage roadways and intersecting roadways.  Hot bituminous mixed material shall be used as temporary surfacing at any location designated by the Engineer.

(B) Cold Bituminous Mixed Material:

Cold bituminous mixed material shall meet the requirements specified hereinbefore for hot bituminous mixed material.

Cold bituminous mixed material shall be placed at locations designated by the Engineer; however, such material shall not be utilized for permanent pavement replacement.

Where successive courses of asphaltic concrete are to be placed on the roadway, cold bituminous mixed material shall be placed at driveway entrances so as to construct a ramp from the asphaltic concrete surface up to the driveway surface.  This material shall be carefully removed prior to the placing of the next successive course of asphaltic concrete and shall be stockpiled for future similar use.

Method of Measurement:

Bituminous Mixed Material (For Pavement Replacement) will be measured by the ton.  Measurement of cold bituminous mixed material will be made for its initial utilization only.

Basis of Payment:

The accepted quantities of Bituminous Mixed Material (For Pavement Replacement), measured as provided above, will be made at the contract unit price per ton, which price shall be full compensation for the item complete, including the asphalt, fine grading, compacting of subgrade, placing and compacting of bituminous mixed material and any subsequent placing of cold bituminous mixed material, and its final removal from the project.
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