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SECTION 301
LIME TREATED SUBGRADE:

301‑1


Description:  of the Standard Specifications is revised to read:

The work under this section shall consist of preparing roadbed for lime treatment, furnishing and applying lime, mixing lime and water with in‑place material, and spreading, compacting and curing the mixture to the lines, grades and dimensions shown on the project plans and in accordance with the requirements of the specifications.

301‑2.01

Lime:  the first paragraph of the Standard Specifications is revised to read:

Lime shall be approved prior to its use in accordance with Materials Policy and Procedure Directive No. 13, "Certification and Acceptance of Hydraulic Cement, Fly Ash, Natural Pozzolan, Silica Fume, and Lime".
Lime shall be either a commercial dry hydrated lime or a commercial granular or pelletized quicklime, conforming to the requirements of ASTM C 977.

301‑2.01

Lime:  the fifth paragraph of the Standard Specifications is revised to read:

The type of lime to be used shall be XXX.
301‑3.02

Application of Lime:  the first paragraph of the Standard Specifications is revised to read:

Lime shall be added to the material to be treated at a rate of XXX pounds per square yard.  The actual application rate shall not vary by more than 10 percent from the rate specified.  The equipment used to distribute the lime shall be approved by the Engineer and it shall be capable of uniformly distributing the required amount of lime for the full width of the pass.

When hydrated lime is used, the required amount of lime may be applied in the form of a slurry.

301‑3.04

Compaction and Finishing:  the last sentence of the fourth paragraph of the Standard Specifcations is revised to read:

The surface of the treated subgrade shall not vary by more than 0.04 feet above or below the grade established by the Engineer.

301LTSG - 1/1

