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ITEM 2020362 -
REMOVE ASBESTOS MATERIAL:
ITEM 2020361 -
REMOVE ASBESTOS CONCRETE PIPE:

1.0
Description:

*            INSERT THE DESCRIPTION OF WHERE ASBESTOS WAS FOUND               *
The Department has tested and determined that the (describe where the asbestos containing material was found) contains asbestos.  The work under this item consists of removal, handling, and satisfactory disposal of the asbestos materials in accordance with the requirements specified herein.

(A)
General:

The contractor and its abatement subcontractor shall comply with 40 CFR 61, Subpart M, except that asbestos material shall be removed and disposed of in accordance with ALL provisions of 40 CFR 61.145, including “Notification Requirements” and “Procedures for Asbestos Emission Control” specified therein, regardless of the quantity of asbestos present on the project.

(B)
Asbestos Abatement Subcontractor:

The contractor shall select an asbestos abatement subcontractor that has the ability to remove, manage and dispose of asbestos materials.  All individuals performing asbestos abatement related work on this contract shall possess at least one of the following certifications:
· AHERA Contractor/ Supervisor for asbestos abatement, or

· AHERA Worker Certification for all asbestos abatement workers/laborers.

The certification shall be current, and must be valid throughout the duration of the project.
The asbestos abatement subcontractor shall have three years of documented experience performing related work in the State of Arizona.

The contractor shall submit documentation of the asbestos abatement subcontractor’s certifications for all employees to be working on the project and the qualifications of the firm at the preconstruction conference.  The contractor’s documentation of qualifications shall provide details indicating the types of relevant experience, and shall provide the number of months of each type of experience to be considered for approval.

The Engineer will approve or reject the abatement subcontractor within 10 calendar days after receipt of documentation of experience and certifications.

The contractor will not be allowed an extension in contract time for any delays to the work because of the failure of the contractor’s asbestos abatement subcontractor to meet the Department’s qualifications.


(C)

Removal Plan:

The asbestos abatement subcontractor shall be responsible for preparation of a comprehensive removal and disposal plan (hereinafter referred to as the removal plan) for removal, handling, and disposal of the asbestos materials.  The removal plan shall comply with all the requirements specified in Subsection 1.0(A) of this specification.  The removal plan shall include environmental measures and worker safety and health regulations required in OSHA and other applicable federal, state and local requirements for the removal and disposal of asbestos material.
The contractor shall submit the removal plan to the Engineer for review a minimum of 10 working days prior to any work that will disturb the asbestos material.
The Engineer will determine if the removal plan addresses all the required elements, and will return it as approved or disapproved within 10 calendar days after receipt.  The asbestos materials shall not be disturbed until the removal plan has been approved in writing by the Engineer.


(D)
Compliance Responsibility:

All work involved with the removal, handling, and disposal of the asbestos materials shall be performed by the contractor’s selected asbestos abatement subcontractor.

However, the contractor shall be fully responsible for the work, and for the proper disposal of the removed asbestos materials as specified herein, all in accordance with the applicable federal, state, and local standards, regulations and requirements. The contractor shall bear the responsibility for any non-compliance, and shall hold the Department, its agents, officials, and employees harmless from all liability which may result from non‑compliance with such applicable federal, state and local standards, regulations and requirements.

2.0


BLANK:

3.0


Construction Requirements:
The asbestos abatement subcontractor shall supply potable water for their employees to wash their hands after handling the asbestos materials, prior to eating, drinking, or tobacco use of any kind.

The asbestos abatement subcontractor shall remove the asbestos materials in accordance with the approved removal plan.  The asbestos materials shall not be abraded in any way including grinding, sanding, or heating.
The contractor shall also provide a letter and manifest certifying that the asbestos abatement subcontractor has disposed of the asbestos material in accordance with the final removal plan.  Such letter and manifest shall be submitted to the Engineer within 10 working days of final disposal.

A time extension will not be granted due to the contractor’s failure to comply with the requirements specified herein.

4.0


Method of Measurement:
Removal of asbestos materials will be measured by the square foot, of the surface area that the material will be removed. Every location from which the material will be removed will be measured to the nearest 0.1 square foot. The total cumulative measurement of all the locations will be rounded up to the nearest square foot. 
Removal of asbestos concrete pipe will be measured by the linear foot of pipe removed.

5.0


Basis of Payment:
Payment for removal of asbestos material will be made at the contract unit price per square foot, which price shall be full compensation for the work, complete in place, including development of the removal plan, removal, handling, and disposal of the asbestos material.
Payment for removal of asbestos concrete pipe, measured as provided above, will be paid for at the contract price per linear foot for the total length of pipe removed rounded to the nearest foot, which price will be full compensation for the work, including development of the removal plan, removal, handling, and disposal of the asbestos material.
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