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SECTION 730 	GENERAL REQUIREMENTS FOR TRAFFIC SIGNAL AND HIGHWAY LIGHTING SYSTEMS: of the Standard Specifications is modified to add:

730‑7				Installation of Decals:  

[bookmark: _GoBack]The contractor shall furnish and install a maintenance unit number decal approximately 42 inches above the base-plate displayed on the traffic-side of the device at a 45 degree angle to the direction of travel, or as approved by the Engineer. The device shall not be adjusted to make them 45 degrees.  Each electrical cabinet and lighting pole, or other items as specified on the plans or as directed by the Engineer, shall receive a feature number decal. Feature number to be installed on each specific electrical device shall be as shown on the pole schedule in the plans.  

Maintenance unit number decals shall be approximately 2 inches in width with digits approximately 3 inches in height and in Serif-style font, unless shown in the plans or specified otherwise. The decal digits shall be stacked vertically from top to bottom. The decal shall be Type III reflective sheeting. The color for the digits shall be black on white background.  A decal sample shall be provided to the Engineer for approval prior to system acceptance testing.

The contractor shall not install a decal until the electrical device has been installed in its final configuration and inspected and accepted by the Engineer.

No measurement or payment will be made for furnishing or installation of the decals, the cost being considered as included in the price of the contract items.
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