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SECTION 737	INCIDENTAL ELECTRIC WORK:

737-1	Description: of the Standard Specifications is revised to read:

The work under this section shall consist of maintaining existing traffic signals and lighting systems, furnishing and installing complete and functioning temporary traffic signal systems, removing and salvaging or reinstalling electrical equipment, and preparing updated electrical record drawings of all installed electrical equipment; all in accordance with the project plans and the requirements of these specifications.

737-3	Construction: of the Standard Specifications is modified to add:

737‑3.04		Electrical Record Drawings:

The contractor shall prepare, update, and provide a set of  electrical record drawings, which show the actual as-built conditions of all installed electrical components that have been approved by the Engineer.

The contractor shall prepare and submit the electrical record drawings that incorporate all revisions and modifications to the Engineer for approval.  The contractor shall sign and indicate the date the electrical record drawings are prepared on the face sheet .  The contractor’s signature on the title page shall certify that the drawings are complete and correct.

Dimensions and electrical item revisions that deviate from the original plan sheets shall be represented in red to the satisfaction of the Engineer.  

Dimensioning for Electrical Underground Materials shall conform to measurement limits outlined within Subsection 732-4, including offsets taken from the edge of pavement.  All pull boxes and foundations shall indicate station number and offsets measured from the edge of pavement.  

The contractor shall determine the as-built location for all existing and new traffic signal and lighting pull boxes based on station, offset from edge of pavement, milepost, and differential GPS measured latitude and longitude.  Loop detectors shall be dimensioned from edge of pavement to center of loop with station number at the front of the loop. Loop tail conduits should be dimensioned from pull box to end of conduit showing length and direction.

Electrical Record Drawings shall include all maintenance unit number decals installed on each electrical component, as specified in Subsection 730-7.
 
The plans for conductor and pole schedule shall reflect all changes made, such as number of conductors, size of conductors or circuit number.

  All electrical record drawings shall be electronically produced in a format that allows for reproduction in both 11 by 17 inch and 34 by 22 inch sizes. The Engineer will accept the work upon ones approval of all the electronic record drawings. The contractor shall provide an electronic copy of the record drawings in a suitable reproducible format to the Engineer for distribution. 

737-4	Method of Measurement: of the Standard Specifications is modified to add:

Electrical record drawings will be measured on a lump sum basis.

737-5	Basis of Payment: of the Standard Specifications is modified to add:

The accepted quantity of electrical record drawings, measured as provided above, will be paid for at the contract lump sum price, which price shall be full compensation for the work, complete in place. 
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