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ITEM 6080090 -
GRAFFITI SHIELD:
1.0 Description:
The work under this section shall consist of furnishing and installing graffiti shield on overhead extruded sign panels in accordance with the details shown on the plans and as specified herein.

2.0


Materials:  
The graffiti shields shall be made from a single continuous panel made of sheet, coil, or drawn aluminum that conforms to the requirements of ASTM B 209 Standard Specification for Aluminum and Aluminum-Alloy Sheet and Plate, Alloy 5052-H32 (bendable to 1t). The aluminum substrate shall be 0.125 and 0.1875 inches thick. Dimensional and flatness tolerances shall conform to the applicable standards of The Aluminum Association (TAA).

The contractor shall not paint the bolts or the washers unless otherwise specified.
Each completed graffiti shield panel shall be shipped with sufficient bolt clamps placed to install the graffiti shield on the extruded sign panels as shown in the plans. 
2.01


Fabrication:  
The fabrication of graffiti shields shall conform to ADOT Graffiti Shields Standard Drawing S-18.
Graffiti shields shall be powder coated per the American Architectural Manufacturers Association (AAMA) coating specifications to minimize glare, improve visibility and to provide easy maintenance against graffiti vandalism. A flat black coating shall be applied to the graffiti shields. The powder coating pre-treatment shall be accomplished mechanically, chemically, or per the contractor’s discretion via alternative processes. The powder coated products shall be wrapped and packaged by the contractor to protect the finished materials against damages.
The fabrication of the individual parts and hardware shall meet industry standards for metal work, welding, and painting, to ensure that the graffiti shields life span exceeds that of the sign it is to protect.

3.0
Construction Requirements:

3.01

Installation:  
The graffiti shield panels shall be installed on overhead extruded signage in accordance with the details shown on the standard drawing, plans and in accordance with the recommendations of the manufacturers of the sign panel components.

Graffiti shield panels shall be attached to the overhead extruded sign panels with clips as shown in the Standard Drawings.
Minor scratches and abrasions resulting from fabrication, shipping, or installation of panels may be patched. Patching shall be limited to one patch per 5 square feet of graffiti shield area. The total patched area shall be less than five percent of the graffiti shield area.  Graffiti shield requiring more patching than the specified limit will be rejected.  
3.02

Miscellaneous Work:  
The work under this section shall include the relocation of exit panels to the right side of the parent sign panel, and removing, cutting, and installing side trims, and new, or salvaged, aluminum extrusions on existing sign panels, as required on the plans.
3.03

Inspection:  

Each graffiti shield component shall be cleaned thoroughly just prior to the inspection by a method recommended by the manufacturer. The cleaning material shall in no way scratch or have any adverse effect on the graffiti shield components. Inspection criteria shall include, but not be limited to; conformity to the specification, workmanship, quality, and materials. 
4.0

Method of Measurement: 

Graffiti shield will be measured by the square foot for each graffiti shield furnished and installed.  The area will be determined by multiplying the length of the outside perimeter of the graffiti shield to the nearest 0.1 feet multiplied by 2 feet.  The total area of each type of graffiti shield will be summed and rounded to the nearest square foot.
Miscellaneous Work will be measured on a lump sum basis.
5.0

Basis of Payment:  
The accepted quantities of graffiti shield, measured as provided above, will be paid for at the contract unit price per square foot, complete in place, as shown in the plans and as described and specified herein.
The accepted quantity of Miscellaneous Work will be paid for at the contract lump sum price, which price shall be full compensations for the work, complete in place, as shown on the plans and as described and specified herein.
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