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SECTION 604	STEEL STRUCTURES:

604-3.01 	Shop and Working Drawings: of the Standard Specifications is revised to read:

The contractor shall prepare shop and working drawings for submittal in accordance with the requirements of Subsection 105.03. The submittal shall allow sufficient time for review based on the days identified in Subsection 105.03, within the contractor’s schedule of work. 

Working drawings for steel structures shall show complete fabrication and erection details including full detailed dimensions and sizes of component parts of the structure and details of miscellaneous parts such as pins, nuts, bolts, and rivets.
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604-3.02	Fabrication: of the Standard Specifications is revised to read:

Fabrication of all metal for steel structures shall be in accordance with the approved shop drawings and shall conform to the requirements of Section 11, Steel Structures, of AASHTO LRFD Bridge Construction Specifications, except as specified herein.

The structural steel fabrication plant shall be certified under the AISC Quality Certification program to the standard and supplemental requirements for the type of work being performed. The following categories are defined under the AISC Quality Certification program:

Certified Bridge Fabricator - Simple (SBR) 
Certified Bridge Fabricator - Intermediate (IBR) 
Certified Bridge Fabricator - Advanced (ABR)
Certified Bridge Manufacturer – Component (CPT)

Fracture Critical members must be fabricated at a plant that has acquired an AISC Fracture Critical Endorsement (FCE).

Fabrication of steel components shall not begin until arrangements have been made for shop inspection.

In planing the surfaces of expansion bearings, the cut of the tool shall be in the direction of expansion.

604-3.04 	Shop Inspection: of the Standard Specifications is revised to read:

For shop inspection of structural steel fabrication, the contractor shall provide two written notifications to the Engineer, as follows:

(a) 	First written notification shall be submitted at least 60 days prior to beginning work in the shop per the requirements listed herein, and in Subsections 604-3.02. The first written notification shall include: 

1) The name and address of the fabricator
2) The approximate fabrication schedule.
3) A description of the work to be fabricated. 

Approved shop drawings are not required at the time of the first written notification, but are required before fabrication begins. Upon notification, the Engineer will contact ADOT Bridge Group to arrange for an inspector to be assigned to perform the steel shop inspection.

(b)	Second written notification shall be submitted at least seven working days prior to beginning work in the shop in order for ADOT Bridge Group to schedule the shop inspection.

The contractor shall furnish all facilities for the inspection of material and workmanship in the shop in accordance with the requirements of Subsection 106.06. 

Inspection at the shop is intended as a means of facilitating the work and avoiding errors, and it is expressly understood that it will not relieve the contractor from any responsibility in regard to defective material or workmanship and the necessity of replacing defective material or doing the work again. Reinspection costs incurred by the Department due to contractor errors shall be reimbursed by the contractor.
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