(1011JMAT, 08/23/18)
SECTION 1011
JOINT MATERIALS:
1011‑3

Joint Sealant (Hot‑Poured):  the title and text of the Standard Specifications is revised to read:
1011‑3

Joint Sealant (Hot‑Applied):
Joint sealant material, including asphalt‑rubber sealants, shall be a hot‑applied type, conforming to the requirements of ASTM D 6690, Type II or Type III.  Joint sealant shall not contain any coal-tar materials.
The following requirement shall be added to the "Packaging and Package Marking" requirements of ASTM D 6690:
The minimum ambient temperature during application and ambient temperatures under various storage conditions shall be clearly marked on the container.

Certificates of Compliance conforming to the requirements of Subsection 106.05 shall be submitted.
1011-6.03
Semi-rigid, Closed-cell Polypropylene Foam, Preformed Expansion Joint Filler:  is hereby added to the Standard Specifications: 
Semi-rigid, closed-cell polypropylene foam, preformed expansion joint filler, shall conform to the requirements of ASTM D8139.
1011‑8.03 

Field Performance:
  of the Standard Specifications is revised to read:

The manufacturer of the joint sealant shall demonstrate satisfactory field performance in Arizona, or by NTPEP field evaluation, of less than one percent total failure (either within the material or the adhesive bond to the joint face) after one year of service, before the material shall be used.
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