(809SEWER, 08/20/20)

SECTION 809	SEWERAGE SYSTEM: 

809‑3.03		Septic Tanks: the first paragraph of the Standard Specifications is revised to read: 

Septic tanks shall be constructed in accordance with the project plans and the current guidance from the Arizona Department of Environmental Quality.

809‑3.07		Inspection and Testing: of the Standard Specifications is revised to read:

[bookmark: _GoBack]The inspection and testing of the sewer lines shall be performed following formal notice to the Engineer.  The sewer lines shall be inspected, tested and accepted prior to being covered.  All pipe and fittings will be carefully examined during the testing procedure.  Any damaged or defective pipe or fittings that are discovered during or following testing shall be repaired or replaced with sound material and then retested until approved by the Engineer.  The sewer line shall be tested by means of an exfiltration test.  This test shall be conducted in accordance with the requirements as follows:

Plug sewer line at lower end of section to be tested.

Plug the highest end of the sewer line to be tested.  The sewer plug shall have a suitable air vent to allow trapped air removal.

Place a calibrated container at the average height of four feet above the flow line of the sewer line.  Check the system for leaks in hoses, plugs, calibrated containers, etc., while filling through a positive shut‑off valve.  After filling the sewer line, allow one hour for absorption of water and refill sewer line.  When the water overflows the calibrated container, close the input valve and begin the test.

Record the elapsed time to empty the container of water and calculate the loss rate in gallons per hour.

The exfiltration rate from the sewer line shall not exceed 0.158 gallons per inch of pipe diameter per 100 feet of pipe length per hour with four feet of head.


809SEWER - 1/1

