*	USE ON ALL PROJECTS		*

(107PCS, 02/13/17)

SECTION 107	LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC:

107.08		Public Convenience and Safety:  of the Standard Specifications is revised to read:

(A) General:

The contractor shall at all times conduct its work as to insure the least possible obstruction to traffic.

[bookmark: _GoBack]The safety and convenience of the general public and the residents along the highway and the protection of persons and property shall be provided for by the contractor in accordance with the requirements of Subsection 104.04.

The contractor shall abide by OSHA Regulations, including, but not limited to, 29 CFR, Part 1926, and 29 CFR, Part 1910, as well as all applicable standards of the U.S. Environmental Protection Agency (EPA), the Arizona Department of Environmental Quality (ADEQ), and the U.S. Mine Safety and Health Administration (MSHA).  The contractor shall maintain a copy of the specified OSHA Standards on the construction site at all times.

The contractor shall furnish and install 72-inch temporary chain link fencing, or approved equal, satisfactory to the Engineer, around all major structure construction areas (i.e., bridges, pumphouses, drop structures, retaining walls, etc.) and around any unattended excavation deeper than four feet, with slopes steeper than 1:2 (V:H).  Temporary fencing shall completely enclose the referenced construction activity and shall be secured after normal working hours to prevent unauthorized access.  Where called for in the plans, new permanent fencing shall be installed as soon as practicable.

Temporary fence materials which are no longer needed to restrict access to the work area may be utilized in constructing permanent fence.  Fence materials, which in the opinion of the Engineer are unacceptable due to either appearance or structural defects, shall be replaced with new materials.  No direct payment will be made for furnishing or installing temporary fencing.  Permanent fencing will be measured and paid under the appropriate bid items.

Unless otherwise approved in writing by the Engineer, open utility trenches shall be limited to 50 feet in length, except for cast-in-place pipe installations, during non‑working hours and shall be covered with steel plate in a manner satisfactory to the Engineer.

(B) Safety Plan:

The contractor shall submit a Safety Plan at the preconstruction conference.  The contractor may submit the Safety Plan prior to the preconstruction conference but not until the contract is executed by both the contractor and the Department.  The Safety Plan shall specify the procedures the contractor will implement to satisfy OSHA and any state occupational safety guidelines related to the worker, as well as the public, in the construction of excavations, structures and confined air spaces along with all other activities involved in the project.  The plan must also address:

(1) Site‑specific safety rules and procedures to deal with the types of risks expected to be encountered on the site;

(2) Routine inspection of construction sites to ensure compliance with applicable local, state, and federal safety laws and regulations;

(3) Training of employees in safe practices and procedures;

(4) Availability of first-aid, medical, and emergency equipment and services at the construction site, including arrangements for emergency transportation; and 

(5) Security procedures to prevent theft, vandalism, and other losses at the construction site.

(6) Emergency Vehicle Access Plan (EVAP) as detailed herein.

The Safety Plan shall include a list of emergency procedures, phone numbers, and methods of communication for medical facilities, Police, Fire Department, and other emergency services which may become necessary.  The contractor shall be responsible for providing First Aid treatment and medical supplies on the project site, in accordance with OSHA 29 CFR, Part 1910, and for producing and maintaining records of any injury‑related incidents.  The Safety Plan shall include the requirement that all workers must wear OSHA approved hard hats, reflective safety vests or other approved high visibility warning garments, work shoes, and, when appropriate, safety glasses while in construction areas.  The Contractor’s Project Superintendent or Safety Supervisor shall ensure that visitors comply with the above requirements as appropriate.

The Safety Plan shall include an Emergency Vehicle Access Plan (EVAP).  An emergency event is defined as an incident that requires an emergency vehicle to respond.

When an EVAP is included in the project plans, that plan shall govern unless an alternate plan, acceptable to the Engineer, is submitted by the contractor and accepted in writing by the Engineer.  If the contractor uses the EVAP provided by the Department, it shall be submitted as part of the Safety Plan.  If no EVAP is provided or if the contractor desires to deviate from the EVAP provided in the plans, the contractor shall submit it to the Engineer for approval as part of the Safety Plan.  The contractor’s EVAP shall be prepared by an individual meeting the qualifications described in Subsection 701-1 of the specifications.  Regardless of whether an EVAP is provided by the Department or by the contractor, the EVAP shall be included in the Safety Plan and incorporated into the traffic control plans.

The EVAP shall describe those measures to be implemented during construction to ensure that emergency vehicles have access, at all times and for all phases of construction, within and through the construction site until the project is substantially complete.  The EVAP shall delineate or describe the manner in which access is available, including traffic control devices or alternate emergency vehicle access routes.

The contractor shall communicate the EVAP, and any updates to the plan, to the Engineer for dissemination to area law enforcement and emergency responders.

The contractor shall implement and maintain the project’s EVAP until substantial completion.  The contractor shall ensure that all personnel, and those of any subcontractors employed by the contractor, are familiar with the plan and their responsibilities for its use.
 
In the Safety Plan, the contractor shall designate a competent person as Safety Supervisor to be responsible for implementation of the Safety Plan throughout the contract period.  The Safety Supervisor shall be capable of identifying existing and predictable hazards in the surroundings, or working conditions which are unsanitary, hazardous, or dangerous to employees, and have authority to take prompt corrective measures to mitigate or eliminate them.  The Safety Supervisor shall also conduct safety meetings, oversee and maintain safe jobsite conditions, and ensure that emergency procedures, phone numbers, and all applicable OSHA notification posters are conspicuously placed in all work areas.

The Safety Supervisor shall maintain records demonstrating that all workers have sufficient experience to operate their equipment, and have been instructed in the proper operation of the equipment.

The Safety Supervisor shall furnish evidence that crane operators have been instructed in accordance with the requirements of OSHA 29 CFR, Part 1926.550, Subpart N, and 1926.955, Subpart V.

The Safety Plan submitted by the contractor shall include proposed methods to prevent unauthorized persons from gaining access to the work areas.

The Engineer will review the Safety Plan and will either approve the Safety Plan or identify any additional items that need to be included no more than 10 working days after submittal.  The contractor shall then modify the Safety Plan, if necessary, for re-submittal to the Engineer within five working days.  The contractor shall not commence work until the Safety Plan has been approved, unless authorized by the Engineer.
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