SECTION  306


(1017GRT, 08/07/18)
SECTION 1017
NONSHRINK GROUT MATERIALS:

1017-1

General Requirements:  the first paragraph of the Standard Specifications is revised to read:
Certificates of Compliance, conforming to the requirements of Subsection 106.05, shall be submitted to the Engineer by the contractor for any nonshrink grout materials used on a specific project.  Only nonshrink materials shown on the Department’s Approved Products List (APL) will be allowed for use.  Copies of the most current version of the APL are available on the internet from the ADOT Research Center, through its Product Evaluation Program.  The nonshrink grout material must be approved for the use or application for which it is intended and shall meet the requirements of ASTM C1107, unless otherwise specified herein.
1017-4

Nonshrink Grout Material Requirements:
the third and fourth paragraphs of the Standard Specifications are revised to read:
The compressive strength shall be determined in accordance with the requirements of ASTM C1107.  The minimum compressive strength at seven days shall be 2,500 pounds per square inch and the minimum compressive strength at 28 days shall be 5,000 pounds per square inch.  Nonshrink grouts with high early strength development as stated by the manufacturer will be tested for conformance to the manufacturer's claims.  The compressive strength of nonshrink grout material at 28 days shall be equal to or greater than the 28 day compressive strength requirement of the concrete to be patched.
The expansion percent for the nonshrink grout material shall be determined in accordance with the requirements of ASTM C1107.  The maximum expansion shall be 0.4 percent when measured at 3, 14, and 28 days.  The percent shrinkage at 28 days shall be zero.
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