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(202LEAD, 02/20/20)
ITEM 2020365 -
REMOVE LEAD-BASED STRIPING:

ITEM 2020366 -
REMOVE LEAD-BASED PAINT MATERIAL:
ITEM 2020370 -
DISPOSE OF LEAD-BASED PAINT MATERIALS (FORCE ACCOUNT):
1.0 
Description:

The work under these items shall consist of removing and appropriately disposing of lead-based paint materials in accordance with the requirements described herein.
***USE NEXT PARAGRAPH FOR LEAD-BASED STRIPING**
*SELECT COLOR OF STRIPING MATERIAL, INSERT LINEAR FT OF STRIPING*
The Department has tested the striping materials on this project and has determined the presence of lead in the striping materials.  The approximate quantity of (yellow/white) striping materials containing lead is XXXXX linear feet.

*USE NEXT PARAGRAPH FOR LEAD-BASED PAINT MATERIAL*
*IDENTIFY ITEMS CONTAINING LEAD-BASED PAINT*
The Department has tested the paint material on existing items that are scheduled for removal.  Painted items that contain lead-based paint material include (items tested that contained lead-based paint material).  
The work under this item covers only the initial removal of the lead-based paint materials. 

(A)
Lead Abatement Subcontractor:

The contractor shall select a lead abatement subcontractor that has the ability to remove, manage and dispose of lead based materials.  All individuals performing lead abatement related work on this contract shall possess at least one of the following certifications:

(1) EPA Lead Supervisor for lead abatement, or
(2) EPA Lead Worker Certification for all lead abatement workers/laborers.

The certification shall be current, and must be valid throughout the duration of the project.  At least one individual with EPA Lead Supervisor certification shall be on-site when lead abatement work is being performed.
The lead abatement subcontractor shall have three years of documented experience performing related work in the State of Arizona.

The contractor shall submit documentation of the lead abatement subcontractor’s certifications for all employees to be working on the project and the qualifications of the firm at the preconstruction conference.  The contractor’s documentation of qualifications shall provide details indicating the types of relevant experience, and shall provide the number of months of each type of experience to be considered for approval.
The Engineer will approve or reject the abatement subcontractor within 10 calendar days after receipt of documentation of experience and certifications.

The contractor will not be allowed an extension in contract time for any delays to the work because of the failure of the contractor’s lead abatement subcontractor to meet the Department’s qualifications.


(B)
Removal Plan:

The lead abatement subcontractor shall be responsible for preparation of a comprehensive removal and disposal plan (hereinafter referred to as the removal plan) for removal, handling, storage, testing, and disposal of the lead-based paint materials.  The removal plan shall also specify the proposed storage container, and the proposed location at which the removed lead-based paint materials are to be stored during testing.  The removal plan shall include environmental and safety measures to comply with federal, state and local requirements for the removal and disposal of regulated material.
The contractor shall submit the removal plan to the Engineer for review a minimum of 10 working days prior to any work that will disturb the lead-based paint materials. The Engineer will determine if the removal plan addresses all the required elements, and will return it as approved or disapproved within 10 calendar days after receipt. 
**EDIT BELOW PARAGRAPH FOR PROJECT-SPECIFIC LEAD BASED PAINT LOCATIONS**
**REMOVE “PAVEMENT” IF THERE IS NO LEAD-BASED-STRIPING**
The (pavement and the the locations of the lead-based paint material) shall not be disturbed in any way until the removal plan has been approved in writing by the Engineer.


(C)
Compliance Responsibility:

All work involved with the removal, handling, temporary storage, testing, and disposal of the lead-based paint materials shall be performed by the contractor’s lead abatement subcontractor.

However, the contractor shall be fully responsible for the work, and for the proper disposal of the removed lead-based paint materials as specified herein, all in accordance with the applicable federal, state, and local standards, regulations and requirements, including 29 CFR, Lead Exposure in Construction, Interim Final Rule.  The contractor shall bear the responsibility for any non-compliance, and shall hold the Department, its agents, officials, and employees harmless from all liability which may result from non‑compliance with such applicable Federal, State and Local standards, regulations and requirements.

2.0 

Blank
3.0
Construction Requirements:
The contractor shall supply potable water for their employees to wash their hands after handling the lead-based paint materials, prior to eating, drinking, or tobacco use of any kind.

*DELETE NEXT PARAGRAPH IF NO LEAD-BASED STRIPING*
The lead-abatement subcontractor shall remove the lead-based striping in accordance with the approved removal plan.  The lead-based paint materials shall not be abraded in any way. The contractor will be allowed to use an approved grinding device for the removal of lead-based roadway striping
*DELETE NEXT PARAGRAPH IF NO LEAD-BASED PAINT MATERIAL*
The lead-abatement subcontractor shall remove the lead-based paint materials in accordance with the approved removal plan.  The lead-based paint materials shall not be abraded in any way.
The removed lead-based paint materials shall be placed in the approved storage container (barrel, roll-off, etc.)  The lead abatement subcontractor shall perform the Toxicity Characteristic Leaching Procedure (TCLP) analysis on the removed lead-based paint materials.  The storage container may be temporarily stored at an ADOT Maintenance facility until the final disposal determination is made.  Should the lead abatement subcontractor choose to store the container at an ADOT Maintenance facility, the removal plan shall specify which facility, and the contractor shall contact the facility supervisor to schedule delivery of the container with the removed lead-based paint materials.
After completion of the TCLP analyses, the lead abatement subcontractor shall supplement the removal plan with specific requirements for disposal of the lead-based paint materials.  The contractor shall submit the revised removal plan to the Engineer for approval within 10 working days of completion of all TCLP analyses, and before disposal of the lead-based paint materials.

If the TCLP analyses indicate that the lead-based paint materials must be disposed of at a hazardous waste facility, the cost of disposal will be paid under the force account item included in the bid schedule for disposal.
If the TCLP analyses indicate that the lead-based paint materials may be disposed of as a non-hazardous construction waste, the disposal shall be included in the cost of this item.

The contractor shall also provide a letter and manifest certifying that the lead abatement subcontractor has disposed of the lead-based paint materials in accordance with the final removal plan.  Such letter and manifest shall be submitted to the Engineer within 10 working days of final disposal.

The contractor shall not store the lead-based paint materials beyond the duration of the contract time.  Notice of substantial completion, as specified in Subsection 105.19, will not be given until the lead-based paint materials are removed from the temporary storage site and properly disposed of in accordance with the removal plan, and the Engineer has received the above-referenced certification letter and manifest.

A time extension will not be granted due to the contractor’s failure to comply with the requirements specified herein.

4.0 


Method of Measurement:
*DELETE THE BELOW TWO PARAGRAPHS (AND EQUATION) IF NO LEAD-BASED STRIPING*
Removal of lead-based striping will be measured by the linear foot of stripe removed.  Skips in dashed lines will not be included in the measurement.
Measurement will be made along the center line of the stripe and will be based on a four-inch wide stripe.  Measurement for stripes with an actual width greater or less than the basic four inches will be made by the following method:

Actual Width of Striping (inches) x Linear Feet

Four (inches)

*DELETE THE SENTENCE BELOW IF NO LEAD-BASED PAINT MATERIAL*
Removal of lead-based paint material will be measured on a lump sum basis.
Disposal of lead-based paint materials at a hazardous waste facility will be measured on a force account basis.

5.0


Basis of Payment:
*DELETE THE BELOW PARAGRAPH IF NO LEAD-BASED STRIPING*
Payment for removal of lead-based striping, measured as provided above, will be paid for at the contract price per linear foot for the total length of stripe removed rounded to the nearest foot, which price will be full compensation for the work, including development of the removal plan, removal, handling, temporary storage, testing, and, if allowed, disposal of the lead-based striping material as a non-hazardous construction waste.
*DELETE THE BELOW PARAGRAPH IF NO LEAD-BASED MATERIAL*
Payment for removal of lead-based material will be made at the contract lump sum price, which price shall be full compensation for the work, including development of the removal plan, removal, handling, temporary storage, testing, and, if allowed, disposal of the lead-based paint material as a non-hazardous construction waste.
If the TCLP analyses indicate that the lead-based paint materials must be disposed of at a hazardous waste facility, the cost of disposal will be paid under Item 2020370 - Dispose Of Lead-Based Paint Materials (Force Account).
For the force account work, the abatement subcontractor shall complete and submit the Subcontractor Force Account Weekly Data Sheet, available on the Department’s Construction Group website.  For work performed by the abatement subcontractor, the data sheet shall include the abatement subcontractor’s itemized costs for labor, materials and equipment.  The payment for the abatement subcontractor’s labor, materials and equipment will be calculated in accordance with Subsection 109.04(D) of the Standard Specifications, as shown on the data sheet.
Additional costs of disposal of the lead-based paint materials will be paid based on an invoice, hereinafter called the Hazardous Waste Facility Invoice.  A sum equal to five percent of the Hazardous Waste Facility Invoice amount will be added to the Hazardous Waste Facility Invoice amount to calculate Direct Charges.


Direct Charges = Hazardous Waste Facility Invoice x 1.05

The contractor will be allowed a supplemental markup of five percent of the subcontractor’s costs.  A Sub-total will be calculated as follows:

Sub-total = Lead Abatement Subcontractor Costs x 1.05
The Lead Abatement Subcontractor Costs are its labor, materials, equipment and direct charges.
An amount equal to 65 percent of the Sub-total, as determined above, and multiplied by the applicable sales tax rate, will be added to the Sub-total.

Finally, an amount will be added as an allowance for the Performance and Payment Bond, calculated as follows:


Bond allowance = 0.005 x [Sub-total + (0.65 x Sub-total x sales tax rate)].

The total contractor payment (TCP) will be as follows:


TCP = (Sub-total) + (0.65 x Sub-total x sales tax rate) + (Bond allowance).
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