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         USE IN CONJUNCTION WITH STORED SPECIFICATION 1014FAB
     *

(412PFL, 01/26/16)
SECTION 412
PAVEMENT FABRIC INTERLAYER:

412-1


Description:  of the Standard Specifications is revised to read:

The work under this section shall consist of furnishing and placing a pavement fabric and applying an asphalt binder coat between pavement layers or beneath a pavement overlay to provide a waterproofing and stress relieving membrane within the pavement structure, in accordance with the details shown on the project plans and the requirements of the specifications.

412-2.02

Asphalt Binder Coat:  of the Standard Specifications is revised to read:

The asphalt binder coat is used to bond or tack the fabric to the pavement and perform a sealant function, providing a barrier to moisture infiltration.  The bituminous material for the binder coat shall be a performance grade (PG) asphalt binder conforming to the requirements of Section 1005, as approved by the Engineer.  The use of cutback or emulsified asphalts will not be allowed.

412-3.05

Fabric Placement:  the third sentence of the second paragraph of the Standard Specifications is revised to read:

The center of a longitudinal overlapped joint shall be located within one foot of the center of a lane or within one foot of the centerline between two adjacent lanes.

412-3.07

Placement of the Asphalt Concrete:  the title and text of the Standard Specifications are revised to read:

412-3.07

Placement of the Asphaltic Concrete:
All areas where fabric has been placed shall be paved with asphaltic concrete during the same work shift.  Placement of the asphaltic concrete shall closely follow fabric lay down.  The temperature of the asphaltic concrete when delivered shall not exceed 325 degrees F.  In the event that asphalt binder coat bleeds through the fabric causing construction problems before the overlay is placed, the affected areas shall be blotted by spreading blotter sand.  Excess sand shall be removed before beginning the paving operation.  In the event of a rainfall on the fabric prior to the placement of the asphaltic concrete, the fabric must be allowed to dry completely before the asphaltic concrete is placed.  To avoid movement or damage to the fabric during the paving operation, the turning of the paver and other vehicles shall be gradual and kept to a minimum.
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