*		FILL IN THE FOLLOWING (SHOWN IN RED TEXT):				 *
*		Section 2.	UNIT WEIGHT	(1 Place)	 *
*					ENGINEERED EMULSION	(1 Place)	 *
*					MINERAL ADMIXTURE	(1 Place)	 *
*					RESIDUAL ASPHALT PG GRADE	(1 Place)	 *

*		USE IN CONJUNCTION WITH THE FOLLOWING:				 *
*					BID ITEM:						9240170	 *
*					STORED SPECIFICATION:			924CQC	 *
*					STORED SPECIFICATION:			1005PG	 *

(408COREC, 08/07/18)

SECTION 408	COLD RECYCLING (BITUMINOUS SURFACE):

408-2			Cold Recycle Material: of the Standard Specifications is modified to add:

For comparative purposes, quantities shown in the bidding schedule have been calculated based on the following data:

	Unit Weight (lbs./cu. ft.)
	XXX

	Engineered Emulsion, 
% by weight of total mix
	X.X

	Mineral Admixture
% by weight of total mix
	X.X



408-2.01		Reclaimed Asphalt Pavement (RAP): of the Standard Specifications is modified to add:
[bookmark: _GoBack]
RAP shall be reduced to 100-percent passing the XXX inch sieve prior to mixing in a traveling or central plant.

408-2.03		Engineered Emulsion for Cold Recycling: the third paragraph of the Standard Specifications is revised to read:

[bookmark: _Hlk45480320]The performance grade of the residual asphalt binder for this project shall be PG XXXXX.
[bookmark: TABLE_2-_COLD_RECYCLING_GRADATION_REQUIR]
408COREC - 1/1
