
2,566.764Lane miles full extent Good
Lane miles full extent Fair 2,438.693

44.730Lane miles full extent Poor
Total lane miles Good, Fair or Poor 5,050.187

54.702Estimated total Interstate lane miles Missing, Invalid or Unresolved data

% Estimated total Interstate lane miles Missing, Invalid or Unresolved data - limit 5%* 1.1 %

Lane miles full extent Good (50.8%)
Lane miles full extent Fair (48.3%)
Lane miles full extent Poor (0.9%)

Items shaded in orange are HPMS performance data improvement zones where data should be verified or corrected. 

The HPMS pavement report card's purpose is to provide feedback to divisions and states on their HPMS pavement submittal data in response to requirements of 23 CFR 490. the 
report card is for information only and should not be considered the official calculation of measures for a state.

*States are limited to 5% Missing, Invalid or Unresolved data. Unresolved data is flagged in the FHWA review process. Percent Missing, Invalid or Unresolved(MIU) is computed by 
lane-miles of MIU divided by lane-miles of Good, Fair, Poor or MIU multiplied by 100.

Total lane miles Good, Fair, Poor, Missing, Invalid or Unresolved data 5,104.889

Items shaded in red may contribute to missing or invalid totals.
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4FIPS Code State Name Arizona AZState Abbr.

1,168.575Year 2019 HM-41 Interstate miles

Submitted data Interstate miles 2,336.701

1,168.126Difference

5,200.671Year 2019 HM-43 Interstate lane miles

Submitted data Interstate lane miles 5,203.405

Difference 2.734

Data Check

Data Quantity - Pavement

31.486Total Interstate lane miles full extent missing Cracking_Percent data from Surface_Type between 2 and 10 and excluding sections coded as bridges

Total Interstate lane miles full extent missing Faulting data from PCC pavements (Surface_Type=3,4,9 or 10) and excluding sections coded as bridges 7.657

29.763Total Interstate lane miles full extent where IRI data is null or zero from Surface_Type between 2 and 10 and excluding sections coded as bridges
Total Interstate lane miles full extent where IRI collection date is null or not valid from Surface_type between 2 and 10 and excluding sections coded as 
bridges 49.022

22.042Total Interstate lane miles full extent missing Rutting data from AC pavements and excluding sections coded as bridges

Lane miles full extent surface type is null and excluding sections coded as bridges - marked as missing data 3.957

Items shaded in orange are HPMS performance data improvement zones where data should be verified or corrected.

5,104.889Total Interstate lane miles full extent excluding sections coded as a bridge

0.000Lane miles full extent Surface_Type = 1 unsurfaced and excluding sections coded as bridges

Lane miles full extent Surface_Type is HMS (Surface_Type=2,6,7 or 8) and excluding sections coded as bridges 5,003.042
0.000Lane miles full extent Surface_Type = 11 other and excluding sections coded as bridges

Lane miles full extent Surface_Type is PCC (Surface_Type=3,4,9,10) and excluding sections coded as bridges 95.864
2.026Lane miles full extent Surface_Type is CRCP (Surface_Type=5) and excluding sections coded as bridges

Total Interstate lane miles where Through_Lanes is coded as a 1,2, or 3. Although this is possible at interstate terminal section or some interchanges 
these sections should be verified. 3.539

Inventory and Non-Inventory DirectionPavement Metrics Reporting Method

Total miles where Dir_Through_Lanes is missing 0.000

Items shaded in red may contribute to missing or invalid totals.

Submitted data Interstate lane miles (Previous Year) 5,200.075
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Data Check and Pavement Data Quantity
Stage: Submit
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49.022
Total Interstate lane miles full extent where IRI collection date is null or not valid from Surface_Type between 2 and 10 and excluding sections coded 
as bridges. IRI data is required to be collected and reported annually on the Interstate along with the date of collection. IRI collection year should 
equal Year_Record

% Interstate lane miles full extent IRI collection year does not equal Year_Record.  Cutoff value to flag for verification is 0.00% 0.96 %

29.763Total Interstate lane miles full extent where IRI data is null or zero from Surface_Type between 2 and 10 and excluding sections coded as bridges

% Interstate lane miles full extent where IRI data is null or zero. Cutoff value to flag for verification is 0.00% 0.58 %

Full extent lane miles with Missing or Invalid IRI excluding sections coded as bridges 49.022

0.96 %% Full extent lane miles Missing or Invalid IRI excluding sections coded as bridges

Items shaded in orange are HPMS performance data improvement zones where data should be verified or corrected.

Lane miles full extent Poor based on PSR where IRI is null (Surface_Type between 2 and 10 and excluding sections coded as bridges) 0.000

% Interstate lane miles full extent IRI less than 30 inches per mile. 8.04 %

410.320
Total Interstate lane miles full extent from Surface_Type between 2 and 10 and excluding sections coded as bridges where IRI is less than 30 
inches/mile.  Although values less than 30 inches per mile are possible they are not likely and should be verified.  you may wish to refer to the 
attached IRI cumulative distribution.

Total Interstate lane miles full extent from Surface_Type between 2 and 10 and excluding sections coded as bridges where IRI is greater than 400 
inches/mile.  Although values greater than 400 inches per mile are possible they are not likely and should be verified.  You may wish to refer to the 
attached IRI cumulative distribution.

0.000

0.00 %% Interstate lane miles full extent IRI greater than 400 inches per mile.

Lane miles full extent Good based on PSR where IRI is null (Surface_Type between 2 and 10 and excluding sections coded as bridges) 0.000

Items shaded in red may contribute to missing or invalid totals.
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2,937.699
Total Interstate lane miles full extent from Surface_Type between 2 and 10 and excluding sections coded as bridges where 
Cracking_Percent is reported as 0.00%.  Multiple states reported very high values for their pavements and these should be verified.  You 
may wish to refer to the attached Cracking_Percent cumulative distribution.

% Interstate lane miles full extent where cracking percent is reported as 0.00%. 57.59 %

0.000

Total Interstate lane miles full extent from Surface_Type between 2 and 10 and excluding sections coded as bridges where 
Cracking_Percent is reported > 0% AND < 1%.  This may be an indication that a state may have a problem converting decimal to 
percentages.  Cracking_Percent is to be reported with a precision of 1% or less.  Multiple states reported very high values for their 
pavements and these should be verified.

% Interstate lane miles full extent where cracking percent is reported > 0% AND < 1%. 0.00 %

Total Interstate lane miles full extent for pavements coded as HMA (Surface_Type = 2, 6, 7, or 8) excluding sections coded as bridges where 
Cracking_Percent is reported greater than 54%.  Cracking_Percent for HMA is limited to wheelpath and therefore should not exceed 54% for 
a 12-foot lane width. Multiple states reported very high values for their pavements and these should be verified.

6.388

0.13 %% Interstate lane miles full extent for HMA pavements where Cracking_Percent is reported greater than 54%.

% Interstate lane miles full extent where Cracking_Percent is reported as 100%. 0.00 %

0.000
Total Interstate lane miles full extent from Surface_Type between 2 and 10 and excluding sections coded as bridges where Cracking_Percent 
is reported as 100%.  Multiple states reported very high values for their pavements and these should be verified.  You may wish to refer to 
the attached Cracking_Percent cumulative distribution.

ITEMS SHADED ORANGE ARE HPMS PERFORMANCE DATA IMPROVEMENT ZONES WHERE DATA SHOULD BE VERIFIED OR CORRECTED.
ITEMS SHADED IN RED MAY CONTRIBUTE TO MISSING OR INVALID TOTALS.
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Pavement Data Quality - Cracking Percent
Stage: Submit

( Interstate )
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60.077
Total Interstate lane miles full extent excluding sections coded as bridges where Surface_Type is jointed PCC (Surface_Type=3,4,9 or 10) and Faulting 
is equal to 0.00.  Multiple states reported very high values and this data should be verified.  You may wish to refer to the attached Faulting cumulative 
distribution.

% Interstate lane miles full extent where Surface_Type is jointed PCC and Faulting is equal to 0.00. 62.67 %

0.000
Total Interstate lane miles full extent excluding sections coded as bridges where Surface_Type is jointed PCC (Surface_Type=3,4,9 or 10) and Faulting 
is greater than 1.00 inch.  Multiple states reported very high values and this data should be verified.  You may wish to refer to the attached Faulting 
cumulative distribution.

% Interstate lane miles full extent where Surface_Type is jointed PCC and Faulting is greater than 1.00 inch. 0.00 %

Total Interstate lane miles full extent excluding sections coded as bridges where Surface_Type is HMA (Surface_Type=2,6,7 or 8) and Rutting is equal 
to 0.00.  Multiple states reported very high values and this data should be verified.  You may wish to refer to the attached Rutting cumulative distribution. 0.000

0.00 %% Interstate lane miles full extent where Surface_Type is HMA and Rutting is equal to 0.00.

% Interstate lane miles full extent where Surface_Type is HMA and Rutting is greater than 1.00 inch. 0.00 %

0.000
Total Interstate lane miles full extent excluding sections coded as bridges where Surface_Type is HMA (Surface_Type=2,6,7 or 8) and Rutting is greater 
than 1.00 inch.  Multiple states reported very high values and this data should be verified.  You may wish to refer to the attched Rutting cumulative 
distribution.

Total Interstate lane miles full extent excluding sections coded as bridges where Rutting is reported on Surface_Type = PCC or CRCP 
(Surface_Type=3,4,5,9 or 10) 0.000

0.00 %Many states report all distresses regardless of surface type.  Values other than 0% should be verified as this may be an error or the result of different 
sources of reporting data

Many states report all distresses regardless of surface type.  Values other than 0% should be verified as this may be an error or the result of different 
sources of reporting data 10.29 %

515.024Total Interstate lane miles full extent excluding sections coded as bridges where Faulting is reported on Surface_Type = HMA or CRCP 
(Surface_Type=2,5,6,7 or 8)

Items shaded in orange are HPMS performance data improvement zones where data should be verified or corrected.
Items shaded in red may contribute to missing or invalid totals.
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Per MAP-21 bridges are excluded from the performance measure calculation.  The ability to accurately locate bridges in HPMS is very important in the correct calculation of 
pavement condition.

Count of mainline Interstate bridges of data year 2020 from NBI inventory 1,438

Bridge Location

104.784Total Interstate lane miles of bridges of data year 2020 from NBI inventory

Total lane miles on full extent basis coded as a bridge in HPMS 98.516

Section Length

0.00Total Interstate lane miles where section length is greater than 0.11 mile (0.1 mile nominal) excluding bridges

Distress data should be reported in sections 0.1 mile in length or shorter

ITEMS SHADED ORANGE ARE HPMS PERFORMANCE DATA IMPROVEMENT ZONES WHERE DATA SHOULD BE VERIFIED OR CORRECTED.

94.02 %Percent HPMS bridge lane miles of NBI bridge lane miles.

Spatial Coincidence

0.00Total Interstate lane miles where spatial coincidence is violated excluding bridges

End points of Faulting, Rutting and Cracking_Percent should be aligned with IRI

ITEMS SHADED IN RED MAY CONTRIBUTE TO MISSING OR INVALID TOTALS.
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Stage: Submit
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The Cumulative and Frequency Distribution of Interstate IRI graph is based on full extent of Interstate IRI data, bridges are excluded as are Surface_Type=NULL,1 OR 11.
IRI

Cracking_Percent
The Cumulative and Frequency Distribution of Interstate Cracking_Percent graph is based on full extent, bridges are excluded as are Surface_Type=NULL,1 OR 11.

The Cumulative and Frequency Distribution of Interstate Faulting graph is based on full extent data for PCC jointed surface types, bridges are excluded.

Faulting

Rutting
The Cumulative and Frequency Distribution of Interstate Rutting graph is based on full extent data for AC surface types, bridges are excluded.

When evaluating the distribution in regard to the quality of the data, consider the shape of the distribution rather than whether your distribution is better or worse than 
average.  When evaluating the distribution consider especially the tails, 0-10% and 90-100%.

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:

06/04/2021

Distress Data Distribution 
Stage: Submit
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( Frequency of Missing IRI = 0.583%, missing data is included in the cumulative distribution graph.)

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - IRI
Stage: Submit

06/04/2021
(Interstate)
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( Frequency of Missing IRI = 0.583%, missing data is included in the cumulative distribution graph.)

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - IRI - Closeup 0 TO 400
Stage: Submit

(Interstate) 06/04/2021
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( Frequency of Missing Cracking_Percent = 0.617%, missing data is included in the cumulative distribution graph.)

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - Cracking_Percent
Stage: Submit

(Interstate)
06/04/2021
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( Frequency of Missing Faulting = 7.987%, missing data is included in the cumulative distribution graph.)

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - Faulting
Stage: Submit

(Interstate)
06/04/2021
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( Frequency of Missing Rutting = 0.441%, missing data is included in the cumulative distribution graph.)

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - Rutting
Stage: Submit

(Interstate)
06/04/2021
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23 CFR 490 requires that IRI data be collected and reported in sections nominally no longer than 0.1 mile while allowing for shorter sections at bridges and terminal sections. 
Maximum section length allowed is 0.11 mile. the regulation also states that all four metrics should be reported in 0.1 mile sections that are spatially aligned.  If your state reports 
in sections exceeding the maximum length you may wish to investigate if this is due to vendor preference or dynamic segmentation taking place during uploading to their 
pavement management system or HPMS. If the data distribution shows a large percentage of very short slivers (0.001 mile) it may indicate problems with spatial alignment 
during data collection.

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:

06/04/2021

Segment Lengths
Stage: Submit
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HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - Segment Lengths
Stage: Submit

(Interstate) 06/04/2021
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HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - Segment Lengths - 
Closeup 0.0 TO 0.2 Mile in Length

Stage: Submit

(Interstate) 06/04/2021
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       Year    
(Value Date)

IRI Rutting (HMA) Faulting (PCC) Cracking Percent PSR
Lane Miles % of Total Lane Miles % of Total Lane Miles % of Total Lane Miles % of Total Lane Miles % of Total

2018 6.760 0.13 % 0.000 0.00 % 6.760 7.05 % 6.760 0.13 % 0.000 0.00 %
2019 12.499 0.25 % 10.528 0.21 % 1.971 2.06 % 12.499 0.25 % 0.000 0.00 %
2020 5,051.910 99.04 % 4,970.472 99.35 % 79.476 82.90 % 5,050.187 99.01 % 0.000 0.00 %
NULL 29.763 0.58 % 22.042 0.44 % 7.657 7.99 % 31.486 0.62 % 0.000 0.00 %
Total 5,100.932 100.00 % 5,003.042 100.00 % 95.864 100.00 % 5,100.932 100.00 % 0.00 0.00 %

Text Codes
A (Construction) B (Closure) C (Disaster) D (Deterioration) E (New NHS Segment)

19.259 0.000 0.000 0.000 0.000

Lane Miles of Pavement Metrics Excluding Bridges by Collection Year

Lane miles of Missing or Invalid Pavement Segments with Valid Value Text Codes

Data Item Section Length Spatial Coincidence
Sections Miles Sections Miles

IRI 0 0.000 N/A N/A
PSR 0 0.000 N/A N/A
Rutting 0 0.000 0 0.000
Faulting 0 0.000 0 0.000
Cracking_Percent 0 0.000 0 0.000

Summary of Length and Spatial Coincidence Validation

HPMS 8.0.1

Date:

State: 4 - Arizona
2020Year:

06/04/2021

PM2 Validation Summaries
Stage: Submit

Interstate
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2,437.615Lane miles full extent Good
Lane miles full extent Fair 4,962.351

154.114Lane miles full extent Poor
Total lane miles Good, Fair or Poor 7,554.080

193.418Estimated total Non-interstate NHS lane miles Missing, Invalid or Unresolved data

% Estimated total Non-interstate NHS lane miles Missing, Invalid or Unresolved data - limit 5%* 2.5 %

Lane miles full extent Good (32.3%)
Lane miles full extent Fair (65.7%)
Lane miles full extent Poor (2.0%)

Items shaded in orange are HPMS performance data improvement zones where data should be verified or corrected. 

The HPMS pavement report card's purpose is to provide feedback to divisions and states on their HPMS pavement submittal data in response to requirements of 23 CFR 490. the 
report card is for information only and should not be considered the official calculation of measures for a state.

*States are limited to 5% Missing, Invalid or Unresolved data. Unresolved data is flagged in the FHWA review process. Percent Missing, Invalid or Unresolved(MIU) is computed by 
lane-miles of MIU divided by lane-miles of Good, Fair, Poor or MIU multiplied by 100.

Total lane miles Good, Fair, Poor, Missing, Invalid or Unresolved data 7,747.498

Items shaded in red may contribute to missing or invalid totals.

No.1

No.2

No.3

No.4

No.5

No.6

No.7

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:

06/04/2021

Full Extent Lane Miles Rating
Stage: Submit

( Non-interstate NHS )
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4FIPS Code State Name Arizona AZState Abbr.

2,043.115Year 2019 HM-41 Non-interstate NHS miles

Submitted data Non-interstate NHS miles 2,043.377

0.262Difference

7,962.029Year 2019 HM-43 Non-interstate NHS lane miles

Submitted data Non-interstate NHS lane miles 7,922.549

Difference -39.480

Data Check

Data Quantity - Pavement

80.567Total Non-interstate NHS lane miles full extent missing Cracking_Percent data from Surface_Type between 2 and 10 and excluding sections coded as 
bridges
Total Non-interstate NHS lane miles full extent missing Faulting data from PCC pavements (Surface_Type=3,4,9 or 10) and excluding sections coded as 
bridges 8.104

79.305Total Non-interstate NHS lane miles full extent where IRI data is null or zero from Surface_Type between 2 and 10 and excluding sections coded as 
Total Non-Interstate NHS lane miles full extent where IRI collection date is null or not valid from Surface_type between 2 and 10 and excluding sections 
coded as bridges 189.932

60.883Total Non-interstate NHS lane miles full extent missing Rutting data from AC pavements and excluding sections coded as bridges

Lane miles full extent surface type is null and excluding sections coded as bridges - marked as missing data 0.000

Items shaded in orange are HPMS performance data improvement zones where data should be verified or corrected.

7,748.142Total Non-interstate NHS lane miles full extent excluding sections coded as a bridge

0.000Lane miles full extent Surface_Type = 1 unsurfaced and excluding sections coded as bridges

Lane miles full extent Surface_Type is HMS (Surface_Type=2,6,7 or 8) and excluding sections coded as bridges 7,395.769
0.644Lane miles full extent Surface_Type = 11 other and excluding sections coded as bridges

Lane miles full extent Surface_Type is PCC (Surface_Type=3,4,9,10) and excluding sections coded as bridges 334.131
17.598Lane miles full extent Surface_Type is CRCP (Surface_Type=5) and excluding sections coded as bridges

Inventory Direction (only)Pavement Metrics Reporting Method

Total miles where Through_Lanes is missing 0.000

Items shaded in red may contribute to missing or invalid totals.

Submitted data Non-interstate NHS lane miles (Previous Year) 7,962.029

No.1

No.2

No.3

No.4

No.5

No.6

No.7

No.8

No.9
No.10

No.11

No.12

No.13

No.14

No.15
No.16
No.17
No.18
No.19
No.20

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:

06/04/2021

Data Check and Pavement Data Quantity
Stage: Submit

( Non-interstate NHS )
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189.932
Total Non-interstate NHS lane miles full extent where IRI collection date not valid from Surface_Type between 2 and 10 and excluding sections coded 
as bridges. IRI data is required to be collected and reported annually on the Non-interstate NHS along with the date of collection. IRI collection year 
should equal Year_Record or Year_Record-1

% Non-interstate NHS lane miles full extent IRI year does not equal Year_Record nor Year_Record-1.  Cutoff value to flag for verification is 0.00% 2.45 %

79.305Total Non-interstate NHS lane miles full extent where IRI data is null or zero from Surface_Type between 2 and 10 and excluding sections coded as 
bridges

% Non-interstate NHS lane miles full extent where IRI data is null or zero. Cutoff value to flag for verification is 0.00% 1.02 %

Full extent lane miles with Missing or Invalid IRI excluding sections coded as bridges 189.932

2.45 %% Full extent lane miles Missing or Invalid IRI excluding sections coded as bridges

Items shaded in orange are HPMS performance data improvement zones where data should be verified or corrected.

Lane miles full extent Poor based on PSR where IRI is null (Surface_Type between 2 and 10 and excluding sections coded as bridges) 0.000

% Non-interstate NHS lane miles full extent IRI less than 30 inches per mile. 1.74 %

134.895
Total Non-interstate NHS lane miles full extent from Surface_Type between 2 and 10 and excluding sections coded as bridges where IRI is less than 
30 inches/mile.  Although values less than 30 inches per mile are possible they are not likely and should be verified.  you may wish to refer to the 
attached IRI cumulative distribution.

Total Non-interstate NHS lane miles full extent from Surface_Type between 2 and 10 and excluding sections coded as bridges where IRI is greater 
than 400 inches/mile.  Although values greater than 400 inches per mile are possible they are not likely and should be verified.  You may wish to refer 
to the attached IRI cumulative distribution.

1.396

0.02 %% Non-interstate NHS lane miles full extent IRI greater than 400 inches per mile.

Lane miles full extent Good based on PSR where IRI is null (Surface_Type between 2 and 10 and excluding sections coded as bridges) 0.000

Items shaded in red may contribute to missing or invalid totals.

No.1

No.2

No.3

No.4

No.5

No.6

No.7

No.8

No.9

No.10

No.11

No.12

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:

06/04/2021

Pavement Data Quality - IRI
Stage: Submit

( Non-interstate NHS )
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3,075.355
Total Non-interstate NHS lane miles full extent from Surface_Type between 2 and 10 and excluding sections coded as bridges where 
Cracking_Percent is reported as 0.00%.  Multiple states reported very high values for their pavements and these should be verified.  You 
may wish to refer to the attached Cracking_Percent cumulative distribution.

% Non-interstate NHS lane miles full extent where cracking percent is reported as 0.00% 39.70 %

0.000

Total Non-interstate NHS lane miles full extent from Surface_Type between 2 and 10 and excluding sections coded as bridges where 
Cracking_Percent is reported > 0% AND < 1%.  This may be an indication that a state may have a problem converting decimal to 
percentages.  Cracking_Percent is to be reported with a precision of 1% or less.  Multiple states reported very high values for their 
pavements and these should be verified.

% Non-interstate NHS lane miles full extent where cracking percent is reported > 0% AND < 1%. 0.00 %

Total Non-interstate NHS lane miles full extent for pavements coded as HMA (Surface_Type = 2, 6, 7, or 8) excluding sections coded as 
bridges where Cracking_Percent is reported greater than 54%.  Cracking_Percent for HMA is limited to wheelpath and therefore should not 
exceed 54% for a 12-foot lane width. Multiple states reported very high values for their pavements and these should be verified.

9.942

0.13 %% Non-interstate NHS lane miles full extent for HMA pavements where Cracking_Percent is reported greater than 54%.

% Non-interstate NHS lane miles full extent where Cracking_Percent is reported as 100%. 0.00 %

0.000
Total Non-interstate NHS lane miles full extent from Surface_Type between 2 and 10 and excluding sections coded as bridges where 
Cracking_Percent is reported as 100%.  Multiple states reported very high values for their pavements and these should be verified.  You may 
wish to refer to the attached Cracking_Percent cumulative distribution.

ITEMS SHADED ORANGE ARE HPMS PERFORMANCE DATA IMPROVEMENT ZONES WHERE DATA SHOULD BE VERIFIED OR CORRECTED.
ITEMS SHADED IN RED MAY CONTRIBUTE TO MISSING OR INVALID TOTALS.

No.1

No.2

No.3

No.4

No.5

No.6

No.7

No.8

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:

06/04/2021

Pavement Data Quality - Cracking Percent
Stage: Submit

( Non-interstate NHS )
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139.220
Total Non-interstate NHS lane miles full extent excluding sections coded as bridges where Surface_Type is jointed PCC (Surface_Type=3,4,9 or 10) 
and Faulting is equal to 0.00.  Multiple states reported very high values and this data should be verified.  You may wish to refer to the attached Faulting 
cumulative distribution.

% Non-interstate NHS lane miles full extent where Surface_Type is jointed PCC and Faulting is equal to 0.00. 41.67 %

0.000
Total Non-interstate NHS lane miles full extent excluding sections coded as bridges where Surface_Type is jointed PCC (Surface_Type=3,4,9 or 10) 
and Faulting is greater than 1.00 inch.  Multiple states reported very high values and this data should be verified.  You may wish to refer to the attached 
Faulting cumulative distribution.

% Non-interstate NHS lane miles full extent where Surface_Type is jointed PCC and Faulting is greater than 1.00 inch. 0.00 %

Total Non-interstate NHS lane miles full extent excluding sections coded as bridges where Surface_Type is HMA (Surface_Type=2,6,7 or 8) and Rutting 
is equal to 0.00.  Multiple states reported very high values and this data should be verified.  You may wish to refer to the attached Rutting cumulative 
distribution.

0.000

0.00 %% Non-interstate NHS lane miles full extent where Surface_Type is HMA and Rutting is equal to 0.00.

% Non-interstate NHS lane miles full extent where Surface_Type is HMA and Rutting is greater than 1.00 inch. 0.00 %

0.000
Total Non-interstate NHS lane miles full extent excluding sections coded as bridges where Surface_Type is HMA (Surface_Type=2,6,7 or 8) and Rutting 
is greater than 1.00 inch.  Multiple states reported very high values and this data should be verified.  You may wish to refer to the attched Rutting 
cumulative distribution.

Total Non-interstate NHS lane miles full extent excluding sections coded as bridges where Rutting is reported on Surface_Type = PCC or CRCP 
(Surface_Type=3,4,5,9 or 10) 0.000

0.00 %Many states report all distresses regardless of surface type.  Values other than 0% should be verified as this may be an error or the result of different 
sources of reporting data

Many states report all distresses regardless of surface type.  Values other than 0% should be verified as this may be an error or the result of different 
sources of reporting data 15.11 %

1,120.275Total Non-interstate NHS lane miles full extent excluding sections coded as bridges where Faulting is reported on Surface_Type = HMA or CRCP 
(Surface_Type=2,5,6,7 or 8)

Items shaded in orange are HPMS performance data improvement zones where data should be verified or corrected.
Items shaded in red may contribute to missing or invalid totals.

No.1

No.2

No.3

No.4

No.5

No.6

No.7

No.8

No.9

No.10

No.11

No.12

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:

06/04/2021

Pavement Data Quality - Faulting and Rutting
Stage: Submit

( Non-interstate NHS )
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Per MAP-21 bridges are excluded from the performance measure calculation.  The ability to accurately locate bridges in HPMS is very important in the correct calculation of 
pavement condition.

Count of mainline Non-interstate NHS bridges of data year 2020 from NBI inventory 1,103

Bridge Location

151.655Total Non-interstate NHS lane miles of bridges of data year 2020 from NBI inventory

Total lane miles on full extent basis coded as a bridge in HPMS 174.407

Section Length

0.00Total Non-interstate NHS lane miles where section length is greater than 0.11 mile (0.1 mile nominal) excluding bridges

Distress data should be reported in sections 0.1 mile in length or shorter

ITEMS SHADED ORANGE ARE HPMS PERFORMANCE DATA IMPROVEMENT ZONES WHERE DATA SHOULD BE VERIFIED OR CORRECTED.

115.00 %Percent HPMS bridge lane miles of NBI bridge lane miles.

Spatial Coincidence

0.00Total Non-interstate NHS lane miles where spatial coincidence is violated excluding bridges

End points of Faulting, Rutting and Cracking_Percent should be aligned with IRI

ITEMS SHADED IN RED MAY CONTRIBUTE TO MISSING OR INVALID TOTALS.

No.1

No.2

No.3

No.4

No.5

No.6

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:

06/04/2021

Pavement Data Quality - Bridge and Section Length
Stage: Submit

( Non-interstate NHS )
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The Cumulative and Frequency Distribution of Interstate IRI graph is based on full extent of Interstate IRI data, bridges are excluded as are Surface_Type=NULL,1 OR 11.
IRI

Cracking_Percent
The Cumulative and Frequency Distribution of Interstate Cracking_Percent graph is based on full extent, bridges are excluded as are Surface_Type=NULL,1 OR 11.

The Cumulative and Frequency Distribution of Interstate Faulting graph is based on full extent data for PCC jointed surface types, bridges are excluded.

Faulting

Rutting
The Cumulative and Frequency Distribution of Interstate Rutting graph is based on full extent data for AC surface types, bridges are excluded.

When evaluating the distribution in regard to the quality of the data, consider the shape of the distribution rather than whether your distribution is better or worse than 
average.  When evaluating the distribution consider especially the tails, 0-10% and 90-100%.

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:

06/04/2021

Distress Data Distribution 
Stage: Submit
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( Frequency of Missing IRI = 1.024%, missing data is included in the cumulative distribution graph.)

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - IRI
Stage: Submit

06/04/2021
(Non-interstate NHS)
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( Frequency of Missing IRI = 1.024%, missing data is included in the cumulative distribution graph.)

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - IRI - Closeup 0 TO 400
Stage: Submit

(Non-interstate NHS) 06/04/2021
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( Frequency of Missing Cracking_Percent = 1.040%, missing data is included in the cumulative distribution graph.)

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - Cracking_Percent
Stage: Submit

(Non-interstate NHS)
06/04/2021
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( Frequency of Missing Faulting = 2.425%, missing data is included in the cumulative distribution graph.)

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - Faulting
Stage: Submit

(Non-interstate NHS)
06/04/2021
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( Frequency of Missing Rutting = 0.823%, missing data is included in the cumulative distribution graph.)

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - Rutting
Stage: Submit

(Non-interstate NHS)
06/04/2021
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23 CFR 490 requires that IRI data be collected and reported in sections nominally no longer than 0.1 mile while allowing for shorter sections at bridges and terminal sections. 
Maximum section length allowed is 0.11 mile. the regulation also states that all four metrics should be reported in 0.1 mile sections that are spatially aligned.  If your state reports 
in sections exceeding the maximum length you may wish to investigate if this is due to vendor preference or dynamic segmentation taking place during uploading to their 
pavement management system or HPMS. If the data distribution shows a large percentage of very short slivers (0.001 mile) it may indicate problems with spatial alignment 
during data collection.

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:

06/04/2021

Segment Lengths
Stage: Submit
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HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - Segment Lengths
Stage: Submit

(Non-interstate NHS) 06/04/2021
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HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:Cumulative and Frequency Distribution - Segment Lengths - 
Closeup 0.0 TO 0.2 Mile in Length

Stage: Submit

(Non-interstate NHS) 06/04/2021
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       Year    
(Value Date)

IRI Rutting (HMA) Faulting (PCC) Cracking Percent PSR
Lane Miles % of Total Lane Miles % of Total Lane Miles % of Total Lane Miles % of Total Lane Miles % of Total

2018 110.627 1.43 % 2.824 0.04 % 107.995 32.32 % 110.627 1.43 % 0.000 0.00 %
2019 99.027 1.28 % 38.866 0.53 % 57.763 17.29 % 98.853 1.28 % 0.000 0.00 %
2020 7,458.539 96.27 % 7,293.196 98.61 % 160.269 47.97 % 7,457.451 96.26 % 0.000 0.00 %
NULL 79.305 1.02 % 60.883 0.82 % 8.104 2.43 % 80.567 1.04 % 0.000 0.00 %
Total 7,747.498 100.00 % 7,395.769 100.00 % 334.131 100.00 % 7,747.498 100.00 % 0.00 0.00 %

Text Codes
A (Construction) B (Closure) C (Disaster) D (Deterioration) E (New NHS Segment)

113.025 0.000 0.000 0.000 0.000

Lane Miles of Pavement Metrics Excluding Bridges by Collection Year

Lane miles of Missing or Invalid Pavement Segments with Valid Value Text Codes

Data Item Section Length Spatial Coincidence
Sections Miles Sections Miles

IRI 0 0.000 N/A N/A
PSR 0 0.000 N/A N/A
Rutting 0 0.000 0 0.000
Faulting 0 0.000 0 0.000
Cracking_Percent 0 0.000 0 0.000

Summary of Length and Spatial Coincidence Validation

HPMS 8.0.1

Date:

State: 4 - Arizona
2020Year:

06/04/2021

PM2 Validation Summaries
Stage: Submit

Non-interstate NHS
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4,104.967Lane miles full extent Good
Lane miles full extent Fair 2,643.765

808.834Lane miles full extent Poor
Total lane miles Good, Fair or Poor 7,557.566

189.932Estimated total Non-interstate NHS lane miles Missing, Invalid or Unresolved data

% Estimated total Non-interstate NHS lane miles Missing, Invalid or Unresolved data - limit 5%* 2.5 %

Lane miles full extent Good (54.3%)
Lane miles full extent Fair (35.0%)
Lane miles full extent Poor (10.7%)

Items shaded in orange are HPMS performance data improvement zones where data should be verified or corrected. 

The HPMS pavement report card's purpose is to provide feedback to divisions and states on their HPMS pavement submittal data in response to requirements of 23 CFR 490. the 
report card is for information only and should not be considered the official calculation of measures for a state.

*States are limited to 5% Missing, Invalid or Unresolved data. Unresolved data is flagged in the FHWA review process. Percent Missing, Invalid or Unresolved(MIU) is computed by 
lane-miles of MIU divided by lane-miles of Good, Fair, Poor or MIU multiplied by 100.

Total lane miles Good, Fair, Poor, Missing or Invalid data 7,747.498

Items shaded in red may contribute to missing or invalid totals.

No.1

No.2

No.3

No.4

No.5

No.6

No.7

HPMS 8.0.1

Date:
State: 4 - Arizona

2020Year:

06/04/2021

Full Extent Lane Miles Rating (IRI Only)
Stage: Submit

( Non-Interstate NHS Transition )
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